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Roaming of subscriber 



Sending trigger to RMA 



RMA compares current roaming settings and 
current subscriber location 



RMA detects non-preferred network situation 



RMA sends command for EFloci update to DRC 



DRC updates EFtoci 



DRC informs updating by means of refresh 
command to mobile terminal 



Mobile terminal reads EFloci and selects 
preferred network 
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Connecting to preferred network 
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Sending trigger to DRC 
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DRC updates EF L oci 



DRC informs updating by means of refresh 
command to mobile terminal 



Mobile terminal reads EFuoci and selects 
preferred network 
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Roaming of subscriber 




2 




r 




^ Sending trigger to RMA 











RMA compares current roaming settings and 
current subscriber location 



RMA detects non-preferred network situation 



RMA sends command for EF LO ci update to DRC 



DRC saves desired EF L oci value and indicates ongoing roaming 
management 
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DRC informs changed situation by means of refresh 
command to mobile terminal and then updates EFloci 
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Mobile terminal reads EFloci and selects 
preferred network 
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Roaming of subscriber 



Sending trigger to RMA 



RMA compares current roaming settings and 
current subscriber location 



RMA detects non-preferred network situation 



RMA sends command for EF L oci update to DRC 



DRC saves desired EF L oci value and indicates ongoing roaming 



DRC informs changed situation by means of refresh 
command to mobile terminal 
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Mobile terminal requests to read EFloci 



DRC gives the saved desired EF L oci value as a reply to request 
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Mobile terminal selects preferred network given by DRC 



X 



11 



Connecting- to preferred network 
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Roaming of subscriber 



Sending trigger to RMA 



RMA compares current roaming settings and 
current subscriber location 



RMA detects non-preferred network situation 



RMA sends command for EF L oci update to DRC 
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DRC updates EFloci 



DRC informs updating by means of refresh 
command to mobile terminal 



DRC hinders mobile terminal to update EFloci to current network 
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Mobile terminal reads and selects preferred network 
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Connecting to preferred network 
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